
Wind Resistant XL Gutter is the largest gutter available 

in the industry that is engineered and tested to meet the 

requirements of the ANSI/SPRI GT-1 test standard. The 

components included with this gutter ensure the system will 

stay secure to prevent wind uplift and make it faster and safer 

to install—no external brackets or wind straps needed. The Wind 

Resistant XL Gutter is designed to provide easy installation, 

outstanding performance, and maximum roof drainage.

Wind Resistant XL Gutter  
At-A-Glance

PRODUCT DETAILS

Largest Gutter with Industry Testing

 » 30 Year, 160 MPH Wind Warranty

 » ANSI/SPRI GT-1 Tested

 » FM Approved for Wind Uplift Protection

 » Larger Sizes with Minimal Downspouts

 » Pre-Assemble Components on Roof for 
Faster & Safer Installation

 » No External Brackets or Wind Straps

 » No Post-Paint = Faster Lead Times

 » 30%-60% Productivity Savings
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LEARN 
MORE

WIND RESISTANT XL GUTTER

Patent Pending

STANDARD SIZES 
(Front/Bottom/Back)

   • 8”/8”/9”
   • 9”/9”/10”
   • 10”/10”/11”
   • 11”/11”/12”
   • 12”/12”/13”
   • 13”/13”/14”   
   • 14”/14”/15” 

MATERIALS
   • 22 ga. Steel
   • .050” Aluminum
   • .063” Aluminum



VISIT US ONLINE TO LEARN MORE ABOUT OUR 
WATER CONTROL SOLUTIONS

Wind Resistant Gutters & Other Water Control Products

10 express colors available for quick shipping
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PRODUCT LINE

WIND RESISTANT 
GUTTERS

WIND RESISTANT XL 
GUTTERS

OTHER  
GUTTERS

INDUSTRIAL 
DOWNSPOUTS

OTHER  
DOWNSPOUTS

VERSIONS
• Offset   

• Chamfer 
• Box

• Box • Half Round
• K-Style

• Box
• Open Face

• Round
• Corrugated

SIZES

Bottom Width & 
Front Height:

5.25”, 5.75”, 6.25”, 6.75”, 
7.25”, 7.75”
Back Height: 

1” More Than Front Height

Bottom Width & 
Front Height: 

8”, 9”, 10”, 11”, 12”, 13”, 14”
Back Height: 

1” More Than Front Height

Half Round:
5”, 6”, 7”, 8”, 9”, 10” 

(Diameter)  
K-Style:  

6”, 7”, 8”
(Width)

Width:  
Min. 3” | Max. 10”

Depth:  
Min. 3” | Max. 10” 

Round:  
3”, 4”, 5”, 6”, 8” (Diameter)

Corrugated:  
3” x 4” and 4” x 5”

MATERIALS 24 ga., 22 ga.
.040”, .050”, .063”

22.ga. 
.050”, .063”

24 ga., 22 ga. 
.032”, .040”, .050”

24 ga., 22 ga.
.040”, .050”, .063”

24 ga., 22 ga. 
.032”, .040”, .050”

WARRANTY 30 Year, 160 MPH 30 Year, 160 MPH 10 Year, 90 MPH 5-Year Workmanship 5-Year Workmanship

ANSI/SPRI GT-1 TESTED X X N/A N/A

FM APPROVED X X N/A N/A

MIAMI-DADE APPROVED X N/A N/A

Express, standard, and premium colors and finishes are available to meet your job requirements and 

includes a 30-year Kynar 500® finish warranty on coil-coated standard colors. Custom colors are also 

available. For the most accurate color representation, contact us to request a paint chip.

Medium 
Bronze

Sandstone Sierra Tan Slate Gray Stone WhiteDark BronzeBone White CityscapeAlmond Clear 
Anodized
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